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AU   BRITA Water Filter Systems 
Distributors Pty Ltd.
Level 9, 123 Epping Road, 
North Ryde, NSW 2113, 
Australia
Tel. - AUS: 1300 557 762
Tel. - NZ: 0800 4 BRITA / 
0800 427 482 

HK   BRITA Hong Kong Limited
Unit C, 31/F, Tower A, Billion 
Centre, 1, Wang Kwong Road, 
Kowloon Bay, Kowloon, Hong 
Kong, China
00 852 2543 2336
00 852 2543 4620

KR   BRITA Korea Co.Ltd.
6F, 25, Hangang-daero 30-gil, 
Yongsan-gu, Seoul, Republic 
of Korea (Hangang-ro 2-ga, 
Asterium Yongsan)
CS Toll free: 080-740-5901
Fax number: +82 2 740 5980 2

I

In order to meet our high quality standards, there are strict internal 
and external quality controls in place.

 Every MAXTRA PRO water fi lter undergoes treatment with hot 
steam for hygiene purposes during manufacture and is then 
packed in a protective foil. (Note: The water fi lter may be damp 
due to condensation following the steam treatment). 
 The fi lter material of the MAXTRA PRO water fi lter undergoes a 
special treatment with silver for hygiene reasons.  
 A small quantity of silver may be released into the water. This is in 
line with the recommendations of the World Health Organization 
(WHO). 
 BRITA recommends replacing the water fi lter regularly.  
 Please follow the recommended cleaning procedures and advice 
on preparing the fi lter (chapters 1�–�7).  
 The jug should be cleaned regularly. 

 Note: 
 If the jug is not being used for a while, remove the water fi lter, 
empty the jug and replace the water fi lter loosely in the empty 
funnel. 
 Please refer to Chapter 7: “Changing the MAXTRA PRO water 
fi lter”. 

Operation – very easy

1  Clean before the fi rst use and every time you change the water 
fi lter

 The jug should be cleaned before the fi rst use and when you 
change the water fi lter – the funnel and jug are dishwasher safe 
(max. 50�°C) or can be cleaned by hand! 
Glass Jug: In general, the Glass Jug sealing rings are dishwasher 
proof, but we still recommend washing them by hand. Otherwise, 
a slight discolouration may occur. Dry it thoroughly before re-
attaching it to the funnel. 

 Lid with BRITA Smart Light   A1 + A2
 Please remove the BRITA Smart Light before cleaning the lid (turn 
counterclockwise). 
 The BRlTA Smart Light must not be washed in the dishwasher! 
Remove the BRITA Smart Light by hand and clean it with a soft, 
damp cloth. 

2   Preparing the MAXTRA PRO water fi lter B
 Fill the clean jug with cold water.  
 Immerse the water fi lter and shake slightly to remove any excess 
air. Remove the water fi lter and pour away the water in the jug. 
Done! 
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3   Inserting the MAXTRA PRO water fi lter   C
 Insert the funnel into the jug and place the water fi lter fi rmly in 
the funnel. Please push the water fi lter further downwards if the 
water does not fl ow through. BRITA can only guarantee optimum 
fi ltration if BRITA MAXTRA PRO water fi lters are used. 

4   Filling the BRITA water fi lter jug D

 The water in the funnel is fi ltered automatically and fl ows into the 
jug.  
 How the jug is fi lled will depend on the model or the type of lid. 

5   Activating the MAXTRA PRO water fi lter E
 For optimal taste and performance please allow two full funnels of 
tap water to pass through the fi lter before drinking.  
 To join BRITA in considering the environment, you can use this 
fi ltered water to water your plants, for example. 

6   Setting the water fi lter exchange indicator 

 How handy! The BRITA water fi lter jug will tell you when you need 
a new water fi lter.  

 BRITA Smart Light  F G H
 Its intelligent sensor not only measures the time since the water 
fi lter was last replaced but also records the volume of fi ltered 
water.  
 Before using the jug for the fi rst time (and after every time you 
change the water fi lter), press the BRITA Smart Light reset button 
for approx. 5�–�10 seconds until the LED indicator fl ashes green 
three times.  

 The jug is now ready to use.  

 The fl ashing light indicates when you should replace the fi lter: 

Green:   The water fi lter is fi ltering optimally. 
 Yellow:    It will soon be time to change the water fi lter. Think about 

purchasing a new one! 
 Red:    Please change the water fi lter! 

 You can check your fi lter status at any time by pressing briefl y on 
the BRITA Smart Light. 

7  Changing the MAXTRA PRO water fi lter  I
Simply remove the water fi lter and follow steps 1 to 6 of the 
instructions.
 Important information 

  Avoid exposing the BRITA water fi lter jug and the 
MAXTRA PRO water fi lter to direct sunlight, and ensure 
they are kept at a distance from heat sources such as      

kettles or conventional ovens. 
 It is better to store them in a dark, cool and dry place (and keep 
new water fi lters in their original packaging). Store the BRITA 
Smart Light out of the reach of children (risk of swallowing)!    

 Sensitive to potassium? 
Filtering initially causes a slight elevation in the potassium content 
of the water. This is harmless (e.g. 1 L of BRITA fi ltered water 
contains less potassium than an apple). 
 Please consult your doctor before using a BRITA water fi lter if 
you suff er from kidney disease or have to follow a special low-
potassium diet.   

 Natural traces 
 The BRITA activated carbon beads are of natural origin so natural 
variations may occur. 
 A low volume of small carbon particles can get into the fi ltered 
water, which you may see as black particles.  
 These particles are not harmful to your health because they pass 
naturally through the body unchanged if swallowed.  
 If you discover carbon particles in your fi ltered water, BRITA 
recommends rinsing the water fi lter until there are no more 
particles visible.  

Disposal and spare parts
 The BRITA Smart Light use button batteries (lifespan of 
approx. 5 years). 
 The exchange indicator should be removed at 
the end of its lifespan and disposed of properly 
in accordance with the statutory regulations.            

  BRITA Smart Light  
Rotate counter-clockwise and remove from the lid.

 BRITA water fi lter jug and water fi lter 
 Dispose of these in accordance with the local regulations. 

 Sustainability is important to us 
 We will be happy to supply you with spare parts to extend the 
lifecycle of our products.  
 Please contact the BRITA customer services or your local 
distributor if you have any questions about spare parts. 

 Exclusion of liability 
 We ask for your understanding that BRITA does not accept any 
liability if the information in the usage instructions is not followed. 

 Do you have any further questions? 
 Then visit us on brita.net 

*   MAXTRA PRO Pure Performance water fi lter is tested in BRITA 
water fi lter systems for lead, copper, chlorine and carbonate 

 ENGLISH

Hello and thank you very much for choosing 
BRITA.

BRITA fi ltered water – for you, your family and the environment!  
Have fun using your new product! 

All of our expert knowledge with MAXTRA PRO water fi lters 
(MAXTRA PRO Pure Performance* & MAXTRA PRO Limescale 
Expert**):
The MAXTRA PRO with our unique BRITA MicroFlow technology:
Super-fi ne mesh captures coarse particles from old pipeworks and 
the additional high-performance fi lter mesh retains even the fi ne 
particles (fi ne particles ≥ 30 μm) from tap water.

Powerful Ion-exchange pearls
• for softer water, to protect your appliances*
• for the reduction of metals such as lead and copper

Natural MicroCarbon from coconut shells

• reduces odour and taste-impairing substances such as chlorine
• provides great-tasting, freshly fi ltered water

The maximum lifespan of a MAXTRA PRO water fi lter is 150 litres 
or 4 weeks.

Optimum fi lter performance  

 Please only fi lter cold tap water. 
 Please only use BRITA water fi lters with tap water from municipal 
water treatment plants – only this meets the legal requirements for 
drinking water quality.  
 Important: store fi ltered water in a cool place and use within 
24 hours.  
 The offi  cial recommendation for boiling tap water is equally 
applicable to BRITA fi ltered water. Remember, the guideline is to 
fi lter fi rst and then boil!  
 If this advice no longer applies, please clean the jug thoroughly 
and insert a new water fi lter.  
 For certain groups of people (e.g. babies and people with impaired 
immunity) it is generally recommended that tap water should be 
boiled. 

Highest quality & hygiene 
Over 55 years of water fi lter experience stands for:

 Innovation
 the highest quality

hardness according to DIN EN 17093:2018 (limescale is certifi ed 
to be reduced for 120L).  

**   MAXTRA PRO Limescale Expert water fi lter is tested in BRITA 
water fi lter systems for lead, copper, chlorine and carbonate 
hardness according to DIN EN 17093:2018 excluding part 6.2.3. 
(MAXTRA PRO Limescale Expert is only available in selected 
markets). 
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THIS PRODUCT CONTAINS BUTTON�/COIN CELL 

BATTERIES

Button/coin cell batteries are hazardous and must 
be kept out of reach of children at all times, 
whether the battery is new or used. These batteries 
can cause severe or fatal injuries in 2 hours or less 
if swallowed or placed inside any part of the body. 
If it is suspected a button/coin cell battery has 
been swallowed or placed inside any part of the 
body, seek medical attention immediately or 
contact the Australian Poisons Information centre 
on 13 11 26 for 24/7 fast, expert advice.

WARNING
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การกําจัดและอะไหล่่
 BRITA Smart Light ใช้แบตเตอรี่ (มีอายุการใช้งานประมาณ 5 ปี)
ควรถอดไฟแจ้งเตือนการเปลี่ยนออกเมื่อ 
สิ้นสุดอายุการใช้งานและกําจัดอย่างเหมาะสม 
ตามข้อบังคับของกฎหมาย                                                             

 BRITA Smart Light 
หมุนทวนเข็มนาฬิกาแล้วถอดออกจากฝาปิด  

 เหยือกกรองน้ําและเครื่องกรองน้ํา BRITA 
กําจัดตามกฎระเบียบในท้องถิ่น

 เราให้ความสําคัญกับความยั่งยืน 
เรายินดีที่จะจัดหาอะไหล่ให้กับคุณเพื่อยืดอายุการใช้งานของผลิตภัณฑ์ของเรา 
โปรดติดต่อฝ่ายบริการลูกค้าของ BRITA หรือผู้จัดจําหน่ายในพื้นที่ของคุณหาก
ต้องการสอบถามเกี่ยวกับอะไหล่

 ข้อยกเว้นความรับผิด 
 โปรดเข้าใจว่า BRITA จะไม่รับ 
ผิดชอบในเรื่องใดๆ หากไม่ปฏิบัติตามข้อมูลในคําแนะนําเกี่ยวกับการใช้งาน 

หากมีคําถามเพิ่มเติม
 โปรดเยี่ยมชมเว็บไซต์ของเราได้ที่ brita.net 

*   เครื่องกรองน้ํา MAXTRA PRO Pure Performance ผ่านการทดสอบ 
ในระบบการกรองน้ําของ BRITA เกี่ยวกับตะกั่ว ทองแดง คลอรีน 
และความกระด้างของคาร์บอเนตตามมาตรฐาน DIN EN 17093:2018 
(ได้รับการรับรองว่าเกิดตะกรันน้อยลงสําหรับน้ํา 120 ลิตร)  

**   เครื่องกรองน้ํา MAXTRA PRO Limescale Expert ผ่านการทดสอบใน 
ระบบการกรองน้ําของ BRITA เกี่ยวกับตะกั่ว ทองแดง คลอรีน และ 
ความกระด้างของคาร์บอเนตตามมาตรฐาน DIN EN 17093:2018 
ยกเว้นข้อ 6.2.3 (MAXTRA PRO Limescale Expert มี 
จําหน่ายเฉพาะในบางประเทศเท่านั้น) 
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วัสดุไส้กรองของเครื่องกรองน้ํา MAXTRA PRO ผ่าน 
การดูแลพิเศษด้วยโลหะเงินเพื่อวัตถุประสงค์ในเรื่องสุขอนามัย 
อาจมีโลหะเงินหลุดเข้าสู่น้ําในปริมาณเล็กน้อย ซึ่งเป็นไปตาม 
ตามคําแนะนําขององค์การอนามัยโลก (WHO)
BRITA แนะนําให้เปลี่ยนไส้กรองน้ําอย่างสม่ําเสมอ 
โปรดปฏิบัติตามขั้นตอนการทําความสะอาดที่แนะนําและคําแนะนํา 
ในการเตรียมไส้กรอง (ข้อ 1�–�7) 
ควรทําความสะอาดเหยือกอย่างสม่ําเสมอ

 หมายเหตุ: 
หากไม่ได้ใช้เหยือกเป็นระยะเวลานาน ให้ถอดไส้กรองน้ํา เทน้ําออกจาก
เหยือกให้หมดและเปลี่ยนไส้กรองน้ําหลวมๆ ในกรวยเปล่า
โปรดดูข้อ 7 “การเปลี่ยนไส้กรองน้ําของ MAXTRA PRO”  

การใช้งาน - สะดวกสบาย

1   ทําความสะอาดก่อนใช้งานครั้งแรกและทุกครั้งที่เปลี่ยน ไส้กรองน้ํา
ควรทําความสะอาดเหยือกก่อนใช้งานครั้งแรกและเมื่อ เปลี่ยนไส้กรองน้ํา – สามารถล้าง
กรวยและเหยือกด้วยเครื่องล้างจานได้ (ไม่เกิน 50 °C) หรือจะทําความสะอาดด้วยมือ
ก็ได้! เหยือกแก้ว: โดยทั่วไป สามารถล้างแหวนรองซีลของเหยือกแก้วในเครื่องล้างจาน
ได้ แต่เรายังคงแนะนํา ให้ล้างด้วยมือ ไม่เช่นนั้นสีอาจจะผิดเพี้ยนไปเล็กน้อย
เช็ดให้แห้งหมดจดก่อนที่จะใส่กลับเข้าไปในกรวย

ฝาแบบมี BRITA Smart Light A1  + A2
กรุณาถอด BRITA Smart Light ก่อนที่จะทําความสะอาดฝา (หมุนทวนเข็มนาฬิกา)
ห้ามล้าง BRITA Smart Light ด้วยเครื่องล้างจาน!
ถอด BRITA Smart Light ออกด้วยมือแล้วทําความสะอาดด้วยผ้านุ่มชุบน้ําเปียกหมาดๆ

2  การเตรียมไส้กรอง MAXTRA PRO B
เติมน้ําเย็นลงในเหยือกที่สะอาด
แช่ไส้กรองน้ําและเขย่าเล็กน้อยเพื่อไล่อากาศ
ที่ตกค้างออก ถอดไส้กรองน้ําแล้วเทน้ําในเหยือกออกให้หมด
เสร็จเรียบร้อย!

3  การใส่ไส้กรองน้ํา MAXTRA PRO C  
ใส่กรวยลงในเหยือกแล้วใส่ไส้กรองน้ําใน
กรวยให้แน่น โปรดดันไส้กรองน้ําลงไปอีกหาก
น้ําไม่ไหลผ่าน BRITA จะรับประกันประสิทธิภาพการกรองสูงสุด
เฉพาะหากใช้เครื่องกรองน้ํา BRITA MAXTRA PRO

4  การเติมน้ําลงในเหยือกของเครื่องกรองน้ํา BRITA D  
น้ําในกรวยจะได้รับการกรองและไหลลงในเหยือกโดยอัตโนมัติ
วิธีในการเติมเหยือกจะขึ้นอยู่กับรุ่นหรือประเภทของฝา

5  การเริ่มใช้งานไส้กรองน้ํา MAXTRA PRO E
เพื่อให้ได้รสชาติและประสิทธิภาพที่ดีที่สุด โปรดใช้ให้น้ําก๊อกไหลผ่าน
กรวย 2 อันเพื่อให้ผ่านไส้กรองก่อนดื่ม
หากต้องการเข้าร่วมกับ BRITA ในการปกป้องสภาพแวดล้อม คุณสามารถใช้
น้ําที่กรองในการรดต้นไม้ได้ เป็นต้น

6  การตั้งค่าไฟแจ้งการเปลี่ยนไส้กรองน้ํา
สะดวกสุดๆ! เหยือกกรองน้ํา BRITA จะแจ้งให้ทราบเมื่อคุณต้อง
เปลี่ยนไส้กรองน้ําใหม่

BRITA Smart Light F  G  H
เซ็นเซอร์อัจฉริยะของเครื่องกรองน้ําไม่เพียงแต่วัดเวลานับตั้งแต่เปลี่ยน
ไส้กรองน้ําครั้งล่าสุดเท่านั้น แต่ยังบันทึกปริมาณน้ําที่กรองด้วย
ก่อนใช้เหยือกครั้งแรก (และหลังเปลี่ยนไส้กรองน้ํา
ทุกครั้ง) ให้กดปุ่มรีเซ็ต BRITA Smart Light เป็นเวลาประมาณ
5 – 10 วินาทีจนกระทั่งไฟ LED กะพริบเป็นสีเขียวสามครั้ง 

ในตอนนี้เหยือกจะพร้อมที่จะใช้งานแล้ว 

ไฟจะกะพริบเมื่อคุณควรที่จะเปลี่ยนไส้กรอง:

สีเขียว: ไส้กรองน้ํายังคงกรองได้อย่างเหมาะสม
สีเหลือง:  อีกไม่นานก็จะถึงเวลาเปลี่ยนไส้กรองน้ํา ควรพิจารณา ซื้ออันใหม่!
สีแดง:  กรุณาเปลี่ยนไส้กรองน้ํา!

คุณสามารถตรวจสอบสถานะไส้กรองได้ตลอดเวลาโดยกด BRITA Smart Light เป็น
เวลาสั้นๆ

7  การเปลี่ยนไส้กรองน้ํา MAXTRA PRO I
เพียงแค่ถอดไส้กรองน้ําออกแล้วทําตามขั้นตอนที่ 1 ถึง 6 ของ คําแนะนํา

 ข้อมูลสําคัญ 

 ห้ามวางเหยือกกรองน้ํา BRITA และไส้กรองน้ํา MAXTRA PRO   
ในแสงแดดจัดและเก็บให้ห่างจากองค์ประกอบที่มีความร้อน 
(เช่น กาต้มน้ําหรือเตาอบทั่วไป) 
ควรเก็บไว้ในที่มืด เย็น และแห้ง (และไม่ควรแกะ ไส้กรองน้ําใหม่ออกจากบรรจุภัณฑ์) 
โปรดเก็บ BRITA Smart Light ให้พ้นมือเด็ก (เพื่อป้องกันความเสี่ยงจากการกลืนกิน) 

หากคุณแพ้สารโปแตสเซียม
 การกรองในช่วงแรกจะทําให้มีปริมาณโพแทสเซียมในน้ํา
เพิ่มขึ้นเล็กน้อย ซึ่งไม่เป็นอันตราย (เช่น ในน้ํา 1 ลิตรที่กรองด้วย BRITA
มีปริมาณโพแทสเซียมต่ํากว่าในผลแอปเปิ้ล 1 ลูก) 
โปรดปรึกษาแพทย์ก่อนใช้เครื่องกรองน้ํา BRITA หาก
คุณเป็นโรคไตหรือต้องรับประทานอาหารที่มีโพแทสเซียมต่ําเป็นพิเศษ   

แร่ธาตุ
 เม็ดถ่านกัมมันต์ของ BRITA มาจากแหล่งกําเนิดตามธรรมชาติและ
อาจมีความแปรผันตามธรรมชาติ
อาจจะมีอนุภาคคาร์บอนขนาดเล็กเข้าไปในน้ําที่กรองได้แต่ในปริมาณที่ต่ํา
ซึ่งคุณอาจมองเห็นเป็นอนุภาคสีดํา
อนุภาคเหล่านี้ไม่เป็นอันตรายต่อสุขภาพของคุณเพราะสามารถที่จะ
ผ่านเข้าสู่ร่างกายได้ตามธรรมชาติโดยไม่มีการเปลี่ยนแปลงหากกลืนกิน
หากคุณเห็นอนุภาคคาร์บอนในน้ําที่กรอง BRITA
แนะนําให้ล้างไส้กรองน้ําจนไม่มีอนุภาคหลงเหลือให้เห็นอีก  
 

ไทย

ขอขอบพระคุณอย่างสูงที่ให้ความไว้วางใน BRITA

น้ําที่กรองด้วย BRITA – เพื่อคุณ ครอบครัวของคุณ และสิ่งแวดล้อม!
ขอให้สนุกกับการใช้ผลิตภัณฑ์ใหม่!  

ความรู้จากผู้เชี่ยวชาญทั้งหมดของเราเกี่ยวกับเครื่องกรองน้ํา MAXTRA PRO 
(ประสิทธิภาพความบริสุทธิ์ของ MAXTRA PRO* และความเชี่ยวชาญในเรื่องตะกรัน
ของ MAXTRA PRO**): 
MAXTRA PRO พร้อมเทคโนโลยี BRITA MicroFlow อันเป็นเอกลักษณ์ของเรา:
ตาข่ายความละเอียดพิเศษจะดักจับอนุภาคขนาดหยาบจากท่อเก่าและ 
ตาข่ายกรองประสิทธิภาพสูงเพิ่มเติมจะช่วยดักจับอนุภาค 
ที่ละเอียด (อนุภาคความละเอียด ≥ 30 μm) จากน้ําประปาเพิ่มเติม

ไข่มุกแลกเปลี่ยนไอออนที่ทรงพลัง
• ลดความกระด้างของน้ํา เพื่อปกป้องเครื่องใช้ไฟฟ้าของคุณ*
• ลดปริมาณโลหะ เช่น ตะกั่ว และทองแดง

ไมโครคาร์บอนธรรมชาติจากกะลามะพร้าว
• ลดกลิ่นและสารที่ทําให้เสียรสชาติ เช่น คลอรีน
• ให้น้ํากรองที่สดใหม่ รสชาติเยี่ยม
อายุการใช้งานสูงสุดของเครื่องกรองน้ํา MAXTRA PRO คือ 150 ลิตร หรือ 4 สัปดาห์

ประสิทธิภาพการกรองที่เหมาะสมที่สุด  

โปรดกรองเฉพาะน้ําประปาเย็นเท่านั้น
โปรดใช้เครื่องกรองน้ํา BRITA กับน้ําประปาจากโรงบําบัดน้ําเสีย 
ของการประปาเท่านั้น – เนื่องจากเป็นน้ําชนิดเดียวที่ตรงตามข้อกําหนดตามกฎหมาย
สําหรับ คุณภาพของน้ําดื่ม 
สําคัญ: เก็บน้ําที่กรองไว้ในที่เย็นและใช้ภายใน 24 ชั่วโมง 
คําแนะนําอย่างเป็นทางการสําหรับน้ําประปาต้มยังมีผลบังคับใช้กับน้ําที่กรองด้วย 
BRITA ด้วยเช่นกัน กฎก็คือ: ต้องกรองก่อนแล้วจึงต้ม! 
หากคําแนะนํานี้ใช้ไม่ได้อีกต่อไป โปรดทําความสะอาดเหยือกให้สะอาด
และใส่เครื่องกรองน้ําใหม่
สําหรับคนบางกลุ่ม (เช่น เด็กทารกและผู้ที่ร่างกายมีภูมิคุ้มกัน
บกพร่อง) โดยทั่วไปแนะนําให้ต้มน้ําประปา

มีคุณภาพและสุขอนามัยในระดับสูงสุด 
ประสบการณ์เครื่องกรองน้ํากว่า 55 ปี หมายถึง:

  นวัตกรรม
  คุณภาพสูงสุด

เพื่อให้เป็นไปตามมาตรฐานคุณภาพระดับสูงของเรา จึงมีการกําหนดการควบคุมคุณภาพ 
ภายในและภายนอกที่เข้มงวด
เครื่องกรองน้ํา MAXTRA PRO ทุกเครื่องผ่านการอบ 
ไอน้ําร้อนเพื่อวัตถุประสงค์ในเรื่องสุขอนามัยในระหว่างการผลิตและจากนั้น
จะได้รับการห่อด้วยกระดาษฟอยล์ป้องกัน (หมายเหตุ: เครื่องกรองน้ําอาจมีความชื้น
เนื่องจากการควบแน่นหลังการอบด้วยไอน้ํา)
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